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complying with the
requirements of:

EN 15333-1:2008

O’Three Aqua Vest Diving lifting harness user information.
OVERVIEW

1.

The webbing and sewing thread used in the construction of the
Harness/Vest are made from polyester whilst all metallic fittings are
made from 316 (1.440) stainless steel.
This product’s primary function is to provide a secure attachment
point for the diver’s umbilical, it’s secondary function is to be a Lifting
Harness / vest allowing the lifting from the surface of the water of an
unconscious Diver by a third party. Use for any other situations is not
recommended.

2.

The Harness / Vest should be protected from sharp and abrasive
objects, strong chemicals and extreme temperatures beyond the
range of -20 degrees C to +50 degrees C.

4.

This diving Harness is to only be used as a lifting harness to:
EN 15333-1:2008 and is not to be used as a Fall, Arrest or Rescue
device.
The Harness must not be repaired or modified without prior written
authorisation from O’Three Ltd.
DEPLOYMENT
The adult responsible for authorising the use of the Harness, must
carry out a detailed Risk Assessment, before approving its use. This
should include, but not be limited to, location of the work, possible
fall distance, anchor points, obstructions, and potential rescue
procedures. A separate Rescue Plan to identify procedures for lifting a
diver to safety in the event of unconsciousness. The diver deployment
height to the water shall be the acceptable height for recovery.

3.

5.

The webbing must be checked for cuts, tears, abrasion, scorch
marks, burns, chemical attack, any serious reduction in width
and/or thickness (say 10% may be) or distortion of the weave
pattern would indicate the Harness was unsafe for use and should
be destroyed.
The stitching must be checked for broken, loose, worn, abraded
stitches.
All metal fittings should be examined for cracks, distortion,
corrosion, irregular wear and that all moving parts operate
correctly. Any defects would indicate the Harness is unsafe for
use.
The Harness’s product marking and serial number should be
legible.
Reference must be made to the requirements Health and Safety
at Work Act and these must be complied with.

CLEANING & STORAGE
The Harness must be rinsed in fresh water and dried naturally after
each use.
If necessary the Harness can be cleaned with warm soapy water but it
must be thoroughly rinsed and dried afterwards.
The harness should always be stored in a clean dry environment away
from a direct source of heat or sunlight.
REPAIR
This Harness must not be repaired unless advised by O’Three Ltd. in
writing.

Before every deployment, a qualified member of staff, shall carry out
a pre-use survey of the Harness to establish it is fit for use and shows
no signs of excessive wear. Damaged Harnesses must not be used and
should be immediately withdrawn from service.

RECORDS

It is recommended that only suitably trained personnel use the
Harness.
Warning: Correct fitting of the garment is critical to ensure that it
performs as required when lifting.

The details of all inspection must be recorded on the inspection log
label on harness.

Ensure that all safety lines and ancillary equipment used with this
harness are suitably CE approved and are compatible with each other
and the harness. Safety lines are a safety critical item and should be
chosen with great care.
Ensure safety line is of at least 9 kN (918 Kg) in strength or higher.
The front & rear Delta Triangular rings are designed lifting points
and are clearly labelled with an ‘L’ and in low visibility situations can
be identified by feel. The one end of the safety line should be firmly
attached to either the rear triangular ring or if using the front two
rings should be attached via a spreader bar to ensure a vertical lift.
Never use work positioning/tool attachment ‘D’ rings as the lifting
points. All Lifting points are marked with the letter ‘L’.
The Vest has the facility to attach an auxillary supply and or weights,
both of which can be easily removed without the removal of the
harness.
HARNESS INSPECTION
In addition to pre-use surveys, which should following the guidelines
list below, an annual, fully documented inspection must be carried
out.

Before using the Harness for the first time complete the product
record on the Harness including the date of first use with a maximum
in service life of five years.

Should the Harness be resold outside the country of its original
purchase the reseller must provide the purchaser with full instructions
for its use in the language applicable to its use.
Declaration of conformity can be viewed at
www.othreecommercial.com
SHELF LIFE
The Harness has a maximum life span of 10 years from the date of
manufacture.
APPLICABLE BODIES
1. Module B of PPE Regulation EU 2016/425: O’Three Ltd. Osprey
Quay, Portland, Dorset. DT5 1BL
2. Module D of PPE Regulation EU 2016/425: SGS United Kingdom
Limited, Worle Parkway, Weston-super-Mare, Somerset, BS22 6WA. ID
No. 0120
Warning: This Lifting harness is certified to EN 15333-1: 2008 for
diving applications only.
It is not designed or certified as a Fall, Arrest or Rescue harness.

EXAMPLE OF PRODUCT MARKING

SIZE : Standard

O’Three Ltd, Osprey Quay,
Portland Dorset, DT5 1BL UK

SIZE : XL

O’Three Ltd, Osprey Quay,
Portland Dorset, DT5 1BL UK
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FITTING INSTRUCTIONS
We recommend that the user carries out a suspension test in a safe place before using the vest / harness for the first time to ensure a correct size, adjustment and comfort.

STEP 1

Take the Vest by the shoulder straps,
ensure that there are no twists and place
over the shoulders and arms.

STEP 2

Fasten the sternum strap.

STEP 3

Adjust the shoulder buckles to ensure the
sternum strap is at the correct height and
make sure the lower rear support strap is
correctly seated at the rear.

STEP 4

IMPORTANT - Ensure that the shoulder
strap tails are correctly stowed inside the
sternum strap triangle behind ‘D’ Ring.

STEP 8
This is an example of a correctly
fitted Vest. Please ensure that all
buckles are sufficiently tight and
the strap tails are stowed in the
correct manner and all velcro is
fastened down.

STEP 5

Buckle the two waist bands.

NEVER USE WORK POSITIONING
‘D’ RINGS FOR LIFTING. USE
ONLY RINGS MARKED ‘L’
The ideal position of the rear
Lifting ring ‘L’ is directly between
the shoulder blades.

STEP 6

Bring the leg straps up from the rear,
check they are not twisted and pass them
inside of the thigh and buckle to harness.

STEP 7
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IMPORTANT - Ensure that the leg strap
tails are correctly stowed.

